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Powering On

Note: Be sure that the light on the power strip on the
back of the Mobile Workstation is illuminated.

* Turn on the power to the Plate Reader by toggling
the switch on the right side of the instrument.
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* Press the power button on the top center of the

keyboard portion of the Portable Computer. \



* The Plate Reader will perform a 2% minute self-test
after being turned on.

* The Plate Shaker automatically turns on with the power
of the system.

* Wait for the Reader self-test to complete, then click on
the MVS® Data Manager software icon on the desktop
of the Portable Computer.

* The Data Manager software must be launched after the
completion of the Plate Reader self-test to ensure
communication between the components.

Powering Off

o Shut down the Portable Computer (optional).
* Switch the Plate Reader to OFF.

* Pressing the power switch on the power strip on the
back of the Mobile Workstation will turn off all
components except the portable computer, which will
continue to run on battery power.

Always check the MVS User Guide for more operating information
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Calibrating the Plate Reader

Initiate calibration

* Select File | Plate Reader Calibration to begin
calibrating the Plate Reader. The Calibrator Plate will
also be requested if it has not been measured for the
last 10 hours.

Scan the bar code on the Calibrator Plate

» Using the Bar Code Reader to scan, highlight the bar
code on the Calibrator Plate until the program sounds a
tone.

Check for bubbles

* Before testing the Calibrator Plate, position the large
bubble in each of the calibrator cuvettes in the top
window of the cuvette. If the bubble is not in this
position, gently tap the plate in a vertical orientation until
all bubbles rise to the top of the cuvette.

Quick Tips:

* Calibrator Plate and Baseline Plate readings are
retained for ten hours.

* |t is recommended that the Plate Reader calibration be
repeated if the temperature changes by + 2° C or if the
MVS is moved to a new location.

* A Baseline Plate reading is required for each Plate
Type used, i.e., 96-well or 384-well.

* All MVS components should equilibrate to room
temperature for 1 hour before use.

Read the Calibrator Plate

* Gently place the Calibrator Plate onto the Plate Reader
tray and secure it into place. The label on the Calibrator
Plate will be facing up with the name reading from left-
to-right. Click OK when complete. The Plate Reader will
begin taking readings at the required wavelengths. Data
Manager will automatically notify the operator if the
readings are not within specification. Refer to section
7.2 of the User Guide for troubleshooting if the
Calibrator Plate reading fails.





